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(57) Abstract: The invention relates to a device and method for measuring individual cell voltages of cells in a cell stack (ZS) of an 
energy accumulator. To this end, a series connection consisting of two diodes (Dla-Dnb) is placed parallel to each cell, the connecting 
points of these diodes are connected to a changeover switch via a respective capacitor and to a differential amplifier (Diffl) via this 
changeover switch, and an alternating current of a specified frequency and amplitude is fed into these capacitors while generating an 
alternating voltage corresponding to the cell voltage. This alternating voltage, after rectifying, becomes a direct voltage to ground 
value for the cell voltage. 
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(57) Zusammenfassung: Vorrichtung und Verfahren zum Messen einzelner Zellenspannungen der Zellen in einem Zellenstapel 
(ZS) eines Energiespeichers, wobei parallel zu jeder Zelle eine Reihenschaltung zweier Dioden (Dla-Dnb) angeordnet ist, wobei 
die Verbindungspunkte dieser Dioden liber je einen Kondensator ttber einen Umschalter mit einem Differenzverstarker (Dififl) ver- 
bunden sind, und in diese Kondensatoren ein Wechselstrom bestimmter Frequenz und Amplitude eingespeist wird, welcher eine der 
Zellenspannung entsprechende Wechselspannung erzeugt, die nach Gleichrichtung zu einem massebezogenen Gleichspannungswert 
fur die Zellenspannung wird. 



